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We know long manuals are annoying, but please take 2 Minutes of your time to read this manual.íhank you for your patience! '

l4slailatlEn=

\flhen your're mounting the c-Box (the "c" stands for,,commu.nication") you should make sure, that the contacts oftne í 2v power supply are secured by a 1 5 - 20A Íuse, depending of yoli uir". The electrical Àwitches inside the c-Elox are short circuit protected, but the electrical 
"*,t"ná"'witt sóin;ift to 1so"c) in case or á-short circuit what canrésult in gaps in the casting compound and your c-Box is not áor" wài"r proof! The dimension of the input cablesc'an go down to 0,1qmm due.to the very low cunent (4mA wtrile switciring j. The c-Box itseticán be Íixed with Velcrotêpe' The c-Boxes and also the controi cables should be placed 

"i-iái "Ë 
po"sibte from tné ijnition cabtes. Theglound connection to the frame should be as short as pos'sible. ntso áit tnd contror cables snËuio be connected on theshortest way to avoid EMC disturbances from the lgnition unit. Tne ó-Ëoxes are shielded as good as possible butprecaution is a good way to avoid EMC troubles an-d above.that, keep your bike clean rrom ltËlàngt hidden cabtes.lÉ s always a good idea to link the Handlebar groundwith the f;;'m'e ground or the both thick black cables ofthê two G-Box devicesl

Íhe cable harness (frame unÍt and handlebar unit) makes th.e wiring more easy.and is nearly invisible comparing toother control Boxes on the market' Both- units get connecteo by ttre"two core sÍrielded communication cable. Rightnow, the C-Boxes are working already! You ,juit' have to wireif,áinprts and the outputs.

The frame unit:

The C-Box frame unit can be hidden under the seat for example. lt could located in the rear part of the bike and workfrom there. ïhe following named cables come out this box

com: This two core and shielded cable is the communication cable. The red core is the com1, the white core is thethe com 2 and the shield is for the ground line. Just connect comi fior tne frame unit with the red cable from thehandlebar unit and com2 with the white one. The shield must be connectetd to the thin black cable

+ 12v lnput: connect the the supply voltag-e from the lgnition unit with the +12V cable. But don't forget to installthe 15'20A fuse as mentioned above! Èeep the rusï rróroer'èmptv untrr tne uiià wirinó is complete.

outputs.for turn lights left and right: These are the ouptuts for the tum lights. A hazard light function can berealized by pressing both push buttóns simultraneously.

Output Horn: This ïs the switchable output for the horn.

output Rearlight: Here, you can connect the rear light and also the combined rear- and brakelight.

output low beam: This output supplies the low beam bulb. While pressing the ignition button and also the startbutton the low beam will be automatically switched off in order to nàve ànougn power Íor the starter.

output high beam: This output suppries the power to the high beam connection.

output start relay: This is the output for the start relay. Don't connect the starter direc$y to the c-Box, butalways viathe present srart relay! The starter outpui on the c-Box can switch up to 10 Ampere, what is too less foryour starter motor direct' Please note that the internal load switches will switch off when tne oattery voltage dropbelow 6V' lf the battery is too weak the internal load switches woutd switch off after ,"óiuiníán imputse from therelay and switch on again after the relay is switched off.

lgnition: This output provides the supply voltages for the ignition. when you press the stop button, this line will beswitched off.

Brake llght switch: Here you can connect the push button for the brake right.

Side stand switch: This cable is connected to the side stand swítch. Please consider that one pin of the switch mustbe wired.to ground for enabling ignition and start. You can enable or disable this func'tion in the manue, what isdescibed at page 2.

Neutral switch: This line is be connected to the neutral switch. Please consider that the switch must be wired to groundfor enabling ignition and start. you can activate or disable this functLn.

oil pressure switch: This rnput is for connecting to the oil presure switch.
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Corn: As already mentioned in the passage of the frame unit, there is a white cable for com1, and a red one for thecorn2 that must be conected to the white and the red cable of the handle bar unit. The shield (ground) must be ' "'"
conected to the thin black cable.

+ 12v lnput: connect this line 1e 15s +12V cable from the ignition key switch.

Outputs for turn lights left and right: These are the switched outputs for the tum lights. Hazard lights can [s
rêalized by pressing both push buttons simultaneously.

Output horn I speedo: This output is for supplying either the horn or the speedo. lf you want to use the output for the
Horn, the wire is only powered when pressing the push button. For using this output Ls a continous power supply 16p
your speedo, you have to connect this cable to your speedo and changé the setting 6 in the following table.

Output rear light: Here, you can connect the rear light and also the combined rear- and brakelight.

Output low beam: This output supplies the low beam. While pressing the ignition button and also the start button the
lów beam will be automatically switched off, to have enough power for the starter.

Output high beam: This output suppties electricity for the high beam tight.

Brake light switch: Here you can connect the handle bar brake light switch.

Outputs for control lights: You will Íind three more cables coming out of the handlebar unit which allow you to
connect control lights:

Blue wire:
Orange wire
Brown wire:

Conneclion for control light 
"Neutral"Connection Íor control light 
"Turn"Connection for control light 
"Oil,,

Ïhe violet cable is for the connection between the handlebar unit of the C-Box and the the handlebar adaptor(s)
which itself, put out wires for the push buttons.

Programming the C-Box:
Ïhe different funciions of the C-Box can be changed instantly and very easy as well. Before switching on the power
supply' keep the horn button pressed and switch on power. After releásing ine hom button, the GBox is in the
programming mode. A single hazard flashing shows the first menu item. By pressing the tum left or tum right switch
you can select the menu items and make your individual selections as shown in thelable below. Every pràss on a
direction button bring you to the nexÍ menue option and is indicated by a number of flashes. The following options are
possible:

The functions will be programmed into the E-Eprom after having pressed a turn button for 6 times, but could be
changed again at any tíme.

Pleas consider that this device shall only be installed by authorized service technicians. The C-Box works until the
battery has reached at least 6V. The producer cannot assume liability for inappropriate use or installation. We declare
the disclaimer of liabillity for damages on material or persons. Pleasé attend the corresponding trafÍic regulations in
your country' The company Axel Joost Elektronik declares above that, that this Elektronikbox áevice colíplies to the
nameable CE-Norms and ROHS regulations.

For Íurther information pleas conact infoGelektronikbox. de
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1x Show flasher On off
2 flashes at and

2x Auto off flasher On off
Flashers tums off

autonomously after 20 or
40 flashes

3x Auto off flasher 40x 20x
Adjustment of Ílash

quantity before tum off, if
auto off activated.

4x Start / Stop-
push button

1 push button f
Start / Stop

2 push buftons f.
Start / Stop

Using í push button for
both (starUstop) or 2

seperate buftons.

5x Sidestand / ldle
running switch

Switch activated Switch not activated
lgnition and starter only

active if the switches are
connested to ground.

6x Hom output at
handlebar active on (for Speedo-use)

Output is permanetly
Output is switchable
via push-button (for

Hom-use)

This output is usable for
the hom or the speedo

(either-or).

Flashing Turn leÍt push button: Turn right push buttorrMode Description
q uan



Insta llation instruction Elektronikbgx, Ver. C

t. Read Manual pi
2. Required tools

connect

shrink tubê

hot air fan

soldering iron

3. Place c Box Rear, c Box Front and the handlebar adaptor
Handlebtr adsptq

) ta

4. Connect C-Boxes and handlebar adaptor

"='

G Box. Rear C 8or Front

G Box FrontC Box - Rear

&ï*k9iW

Gom 2 Com Í
(rsd, thln) (whlte, thln)



Frame wiring Handle bar wiring

f Push 8uilons:
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From
lgnition Switch

INPUTS

+12V

NêulÍsl Swilct
Oil Switct

Stand Switcl
Brake Swítct

Com 1
Com 2

Ground

Starter

REAR CONTROL UNIT
OUÏPUÍS

StEÍt
lgnition
Tum Lefl
Brake lighl
R€ar Lioht
Hom
Tum RQht

lgnition
Module

x
il

OUTPUTS

oit

Turn
l,leulÍai

Tum LeÍt
Lov{ Beam
Hgh Beam

Homispeedo
Tum Rrghl

INFUÍS

l'lB Adaptors

Com 1

Com 2
Grpund

+12 V

Brake

o_
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5. Connect electrical loads

rC Box - Rear

Brakelight Rearlight Turn L

Hi Lo Turn L Turn R

Thick violet
output cables

alternative wirino:
Horn or Speedo

Turn R max 3A!
max 3A!

Slart Relay

Box Front

max 3A!

5. Connect buttons Thin input cables

-€ 
TumRight

**rr*.u.f Hom
- Hi/Lo

-ra.-r' 
StoP

:a.-/ Start

-€ 
to C Box Front

Box

Buttons



6. Connect power

\{

Check functions

lC Box - ,9
wuI

12V

{oo oo
?o

ro

7. Program menu

1. #=+i On

2 3.
lgnition

Pross & hold "Horn' button Rêleesè "Horn" button

a You'Íe in oÍooram Uenul
+. Seo progrbm-opfions in manual. S. ;ff,:!'"',Ht'ir,l's[",íHgn' 6. lmooÉant:
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1x Show flasher On off
2 flashes at starting and

stopping

2x Auto off flasher On off
Flashers turns off

autonomously after 20 or
40 Ílashes

3x Auto off flasher 40x 20x
Adjustment of flash

quantity before turn off, iÍ
auto off activated.

4x Start / Stop-
push button

1 push button f
Start / Stop

2 push buttons f
Start / Stop

Using 1 push button for
both (starUstop) or 2

seperate buttons.

5x Sidestand / ldle
running switch

Switch activated Switch not activated
lgnition and siarter only

active if the switches are
connested to ground.

6x Horn output at
handlebar active

Output is permanetly
on (for Speedo-use)

Output is switchable
via push-button (for

, 'Hoin-use)

This output is usable for
the horn or the speedo

(either-or).

Flash ing
q u an ity:

Turn left push button: Turn right push buttonMode Description


